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SUBMITTAL 

APS MODEL AW (NEOPRENE) CASING END SEAL 
 

Advance Products & Systems, LLC Model AW wrap-around casing end seals are 
manufactured of 1/8” thick neoprene rubber assuring excellent chemical resistance and 
resiliency.  These end seals can be effectively used in the temperature range of -20 
degrees F to 212 degrees F. Also included are ½” wide T304 stainless steel bandings 
with 100% non-magnetic worm gear mechanism. 
 
APS Model AW Casing End Seals are of the highest quality and are manufactured to 
industry standards.  
 
We hereby certify that the materials supplied were manufactured by Advance Products 
& Systems, LLC .P.O. BOX 60399, Lafayette, LA 70596-0399, USA, and are found to 
be in accordance with the requirements of the order. 
 

End Seal Properties 
 

Temperature Limits       -20oF to +212oF 
Color         Black 
Finish         Smooth 
Durometer        60 +/-5 
Tensile Strength       1000PSI 
Elongation        350% 
Property Typical Value Test Method 

Mastic Tape Technical Data 
Property Typical Value Test Method 

Property    Technical Data   Test Method 
 

Color      Black      Visual 
Specific Gravity     1.15 - 1.40    ASTM D 71 
Hydrocarbon Content    50% Min.     ASTM C 990 
Solids Content    99% minimum   ASTM D 6 
Cone Penetration @ 25°C (77°F)  55 to 85     ASTM D 217 
Low Temperature Flexibility  No cracking or    ASTM C 765 

adhesion loss  
at-23°C (-10°F) 

Service Temperature Range  -40°F to 250°F  
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SUBMITTAL 

APS MODEL AW NITRILE CASING END SEAL 
 
Advance Products & Systems, LLC Model AW wrap around casing end seals are 
manufacture of 1/8” thick Nitrile rubber assuring excellent chemical resistance and 
resiliency.  These end seals can be effectively used in the temperature range of -30 
degrees F to 200 degrees F. They are secured with stainless steel banding with 100% 
non-magnetic worm gear mechanism ½” wide.  
 
APS Model AW Casing End Seals are of the highest quality and are manufactured to 
industry standards.  
 
We hereby certify that the materials supplied were manufactured by Advance Products 
& Systems, LLC .P.O. BOX 60399, Lafayette, LA 70596-0399, USA, and are found to 
be in accordance with the requirements of the order. 
 

End Seal Physical Properties 
 

Temperature Limits       -30oF to +200oF 
Color         Black 
Finish         Smooth 
Durometer        60 +/-5 
Tensile Strength       700PSI 
Elongation        350% 
Property Typical Value Test Method 

Mastic Tape Technical Data 
 

Property                           Technical Data        Test Method 

 
Color      Black          Visual 
Specific Gravity     1.15 - 1.40        ASTM D 71 
Hydrocarbon Content    50% Min.         ASTM C 990 
Solids Content    99% minimum      ASTM D 6 
Cone Penetration @ 25°C (77°F)  55 to 85         ASTM D 217 
Low Temperature Flexibility  No cracking or     ASTM C 765 

adhesion loss  
at-23°C (-10°F) 

Service Temperature Range  -40°F to 250°F  
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